Density and Dimensional Standards- Office/Institutional Districts and Commercial Districts
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Standards Notes Districts

Lot Standards

Minimum Lot Area (sq. ft.) 7,500 7,500 | 7,500} 7,500 @ 10,000 | 10,000 10,000 | None

Maximum Building Coverage % of lot area 40 50 60 40 50 60 60 100

Minimum Lot Width (ft.) 50 50 50 50 50 50 50 25

Principal Buildings

Setbacks (ft.) [1,2,3] Front 25 25 25 25 25 25 25 0
Side 7 7 10 10 10 10 10 0
Rear 25 25 25 25 25 25 25 0

Maximum Building Size (sq. ft.) Ground floor area 7,500 | 20,000 _ 10,000 50,000 _ _ _

Maximum Height (ft.) [5-6] 42 60 75 35 50 70 70  None

Accessory Buildings (Detached)

Setbacks (ft.) [1,2] Front [4] 25 25 25 25 25 25 25 0
From other buildings 6 6 6 6 6 6 6 6
rear entry (from : : : : :

Minimum Garage Entry Setback (ft.) [alley) 1Y = Ly 2 g Y 2 2

Minimum Garage Entry Setback (ft.) [side entry (from alley) 2 2 9 9 2 8 8 8

Maximum Height (ft.) [6-7] = = = — — — — _

Maintenance Accessory Building Maximum size (sq. ft.) 400 400 400 400 600 600 600 600

NOTES:

[1] If the recorded plat of subdivision provides greater setbacks, the provisions of the plat shall prevail.

[2] The side yard of a corner lot and rear yard of a double frontage lots shall conform to the minimum front yard requirements of the district.

[3] During site plan review, side yard setbacks may be reduced to O feet where the buildings are attached along a common lot line.

[4] Accessory structures shall not be located within a required front yard or beyond the front face of the principal structure, whichever is more restrictive.
However, a minimum setback of 20 feet from all street rights-of-way shall be provided for garages and carports. If, in the judgment of the planning director,
construction of a garage or carport is compatible with the neighborhood, in respect to availability of land for public sidewalks, right-of-way needs, and the

location of structures within the block, then such construction may occur with revised minimum setback(s) as determined by the planning director.




[5] (i) In "C-5" District, no building hereafter erected or structurally altered shall exceed a height at the street line which is greater than the width of the
street times a factor of three. An additional height of six feet may be added for each one foot the building or structure is set back from the front property line
or street line. The street line shall mean the right-of-way line or property line at the front of the lot, lots or building site. On corner lots, and where the widths
of the two intersecting streets are varied, the larger street width shall be used to determine the height of any building or structure.

(ii) Exception. Within the state zoning areaq, as defined by K.S.A. 75-3630, the height of structures and buildings shall be regulated in accordance with the
following provisions: no building shall exceed a height at the street line of six stories or 75 feet, but above the height permitted at the street line three feet
may be added to the height of the building for each one foot that the building or portion thereof is set back from all sides of the lot, except that the cubical
contents of such building shall not exceed the cubical contents of a prism having a base equal to the area of the lot and a height equal to two times the width
of the street; provided, however, that a tower with a base not to exceed 20 percent of lot area not to have any side greater than 60 feet nor to have any wall
closer than 20 feet to any lot line, may be constructed without reference to the above limitations. Any applicable provisions of Chapter 18.225 TMC shall
apply to buildings erected in this district.

[6] Height restrictions of Airport Overlay District may be more restrictive.

[7 ] Height shall not exceed the height of its principal structure.



